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Abstract

Galvanic corrosion of 606I6 aluminumcoupled metals was studied in marine,
volcanic, and rainforest environments. In addition i&df research, galvanic couples were
subjecte to the chloridecontaining GM954(P accelerated corrosion test. The galvanic couple
types included 606T6 Al with Ti-6Al-4V, 316 stainless steel, silver, copper, 1018 steel, and
Mg AZ31B connected via insuiag fasteners.

In thisresearchgalvanic corrosion currents were measured through portable data loggers
connected to each metal in the alumincoupled specimens. The total corrosion on an anode in
a galvanic couple results from galvanic corrosion between the anode and the cathode plus
additional simultaneous local corrosion on the anode caused by cathodic reactions occurring on
the anode. The value of the total corrosion rate, that is, local corrosion and galvanic gorrosion
was determined by mass lassthe galvanicallycoupled alurmum coupons. The local corrosion
was determined using the difference between the total corrosion rate and the galvanic corrosion
rat e, as determined from the galvanic curren
coupons was also compared to thoseincoupled aluminum coupons which were not subjected
to galvanic corrosion. Corroded aluminusamples were subjected to surface analysis using
SEM/EDXA and XRD. Potentiodynamic polarizatiand pHexperiments were also conducted

in orderto study the mehanisms of galvanic corrosion for the couples described above.
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Chapter 1: Introduction
Aluminum alloys are used ubiquitously in commercial manufacture and laboratory

applicationsdue to its availabilitymechanical propertiedight weight, and high corrosion
resistance. The natural passivation of aluminum is a major componéme relatively high
corrosion resistance of aluminum compared to other metals in practicaHogever, in
practical use aluminum is commonly used in combination with components of different types of
materials which provide the desired propertiesthis researchthe aluminum alloy 606I6,

one of the mostcommon genergburpose aluminum alley which contairs silicon and
magnesium as its main alloying elements, is analyzed for its corrosion behavior to other
passivating metals (titanium alloy 6AV and 316 stainless steel), npassivatingactive metals
(1018mild steel and magnesium alloy AZ31B), and elemental noble metals (copper and silver).
Aluminum alloy 6061T6 will henceforth be referred to &d, titanium alloy 6At4V asTi, 316
stainless steel againless steel1018mild steel asnild steel, magnesium alloy AZ31B a¥g,

copper au, and silver ag\g.

1.1Theory

Galvanic corrosion is a widely researched electrochemical process and is caused by the
flow of current between digsilar metals in electrical contattn an electrolytic solutionthis
current, called galvanic currerglectrons flowfrom the anode to the cathode in the galvanic
couple and thereby increases the corrosion rate of the anode. Local corrosion on tresanode
occurs due to the formation laical cathodic sites on the anodarface The total corrosion rate

iota CAN therefore be summarized as:

Itotal = igalv + llocal (Eq. 1)



where jay is the galvanic component of corrosiandiiecal is the local omponent of corrosion.
The local corrosion rate.ca is often estimated as the corrosion rate of an uncoupled metal,
called torr,uncouples NOWeVer, the effects of the cathodic material may influépgein a manner
unrelated to the galvanic current. Therefqgg is difficult to predict in practical application

without experimental data.

r‘—vj igalv

‘ liocal liocal

TL)J R

@

Fig. 1. Galvanic couple schematic exhibiting galvanic corrosion and local corrosion.

Galvanic corrosionofthanode can be quantified using F:
the amount of species reacted is proportional to the current and the time that the currerft flowed

The mass loss may be calculated using the equation:

r a4 —— (EQ. 2)

where W is the atomic wei ght thetimbiacremenofa e , I
each measurement of |, j is number of iterations for the measurements of |, n is the number of
electrons transferred in the hakll reaction, and F is a Faraday equal to 98,487 Coulombs.

Using the same principle as above, flemetration rate due to galvanic current may also
be calculated using known parameters. The penetration(P&® uses several of the same

parameters in (Eq. 2) and follows the equation:

2



0Y —— (Ea. 3

where |} is the gessitthyey ofotahetamedef txposure

anode, and Q is the charge, calculated bythmtion:

0 B Qo (Eq. 4)

1.2Background

According to the EMF Series and the Galvanic Seriesstdredardootentials of Ti,Fe
Cu, and Ag position these metals higher in the series than Al; thus, their position as the more
noble metals would name them the cathode in a galvanic couple witha@ha@diumhowever,
is lower on both series thatuminum thus Mgwould be the anode when coupled to Al

Magnesium alloys are commonly used in a process called cathodic protection. As
magnesium is the lowest metal in the Galvanic Series, its ability to cathodically polarize a more
noble metal is exploited in order to terrorrosion protection to the cathode. In this type of
galvanic couple the magnesium is called the sacrificial ahddleminum is frequently used as a
sacrificial anode due to its relatively low position on the Galvanic Series, however, its role as the
more noble metal when coupled to magnesium lends insight into the behavior of aluminum as a
cathode.

The alloying elements of an alloy are significant with regards to local corrosion. As an
alloy corrodes, alloying elements may leach out to the surfaceeom#tal and create local
cathodic sites thereby increasing corrosion rate. An example relevant to this research is the

presence of copper in aluminum alloy 60B3; copper is noble to aluminum and therefore its



presence on the surface of the aluminum eseatcathodic site which creates a local action cell

and enhances corrosion. The alloying elements of all alloys used ireseigrch are listed in

Table 1

Table 1: Alloying elements of all experimental alloys.

Aluminum Alloy . Magnesium Alloy| Titanium Alloy
6061T6 316 StainlesSteel AZ31B BALY 1018 Carbon Stee
Si 0.40.8% | Cr 18%(max) | Al | 2.503.50% | Al 6% C | 0.140.20%
Mg | 0.81.2% | Ni 14%(max) | Zn | 0.60-1.40% | V 4% Mn | 0.600.90%
Cu| 0.150.4% | Mo 3%(max) | Mn 0.20% Fe| 0.25%(max)| P | 0.040%(max
Fe | 0.7%(max) | Mn 2%(max) Si 0.10% O | 0.2%(max) 0.050%(max

Zn | 0.25%(max)| Si 1%(max) | Cu 0.050%
Mn | 0.15%(max)| Cr | 0.08%(max)| Ca 0.040%
Ti | 0.186(max)| P | 0.045%(max) Fe | 0.0050%
Cr | 0.040.35% | S | S0.03%(max Ni 0.0050%

The environmental conditions in which the metals are exposed can influence the
corrosion properties of a metal. For example, anodic polarization in the presence of halogen ions
is shown to cause a passive layer on a metal to break down, thus an envirbeawnin

chlorides can be highly corrosive due to the ability of chlorides to readily cause pitting corrosion

on a passivating metal.

1.3. Research objectives
The objective of this work ido understand the galvanic corrosion mechanisms of
aluminum by dtaining quantitative metrics of aluminum coupled to a variety of metals and

exposed to diverse climateBhe availability of access to diverse microclimates in Hawaii lends



an opportunity to gain a comprehensive view of the corrosion properties in vaogiragive
environments. For this reason the experimental test sites included a marine environment at
Marine Corps Base Hawaii (MCBH), a rainforest environment at Lyon Arboretum, a volcanic
environment at Kilauea Volcanoes National Park, and in a cyclimsion testing chamber
subjected to a standardized accelerated corrosion test in the laboratory to simulate outdoor
exposure. The large variety of commonly used alloys were selected for this research in order to
provide the most practical insight into alitnum-coupled metals and provide data for future
modeling of galvanic corrosion of aluminum.

Experimental techniques employed in order to predict galvanic corrosion behavior of
aluminum included potentiodynamic polarization to generate npodential plos, and
observation of pH change of galvanicatlyupled aluminum in a solid electrolyte. Analytical
techniques following laboratory and field exposure of the corroded galvanic couples included
standardized cleaning in order to obtain mass loss data,atadasl of mass losand penetration
rate due to galvanic corrosion using (Eq.&)d (Eq. 3based on Faradayods
analysis techniques including Scanning Electron Microscopy (SEM) in combination with Energy

Dispersive Xray Analysis (EDXA) ad X-ray Diffraction (XRD).



Chapter 2: Literature Review

2.1. Pitting corrosion of aluminum

The innate corrosion resistance of aluminum due to its ability to passs/aiften
reduced by pitting corrosion. Numerous studies have been performed on the effect of chloride
ions on pitting corrosiofi/ A study by McCafferty describes the sequence of pitting on
aluminum by chloride ions, in which the chloride ions adsorto dhe oxide surface and
penetrate the passive oxide film, dissolve the aluminum, and propagate by rupture of blisters
formed at the metal surfateAnother study on pitting corrosion of aluminum by Szklarska
Smialowska, the author describes the adsormfarhloride ions on the passive film. Szklarska
Smialowska discusses the heterogeneity of the metal surface, which caused a variation in the
adsorption of chloride ions to the passive filf.study by Blanc and Mankowski also describes
the pitting corro®n on aluminum alloy 6056 as being partially attributed to the heterogeneous
passive film due to tKRe alloyds intermetallic

While chloride ions are known to initiate and propagate pitting corrosion, other ions have
been found to suppress corasi In a study by Datta, Bhattacharya, and Bandyopadhyay, the
effect of CI, Br, NO*, and S@ on aluminum alloy 6061 were examined; it was found that
while CI increased pitting corrosion, NOand Bf were less corrosive and $Oseemed to
increase hie passivity of the alloy, further reducing the pitting corrosion of the Allblye
aforementioned study by Szklars&aialowska also makes note that the addition of sulfate to
the chlorides introduced to the aluminum slowed the chloride adsorptiort, waitieiut ceasing
chloride uptake’

The susceptibility of 6*** series aluminum alloys to pitting corrosion is of particular

interest for this research. In the previously mentioned study by Blanc and Mankowski, the



authors found that aluminum alloy 6056 svanore susceptible to pitting corrosion than
aluminum alloy 2024 for lower chloride ion concentrations, while the 2024 alloy was much more
susceptible in high chloride ion concentratiBr&imilarly in a study by Dan, Muto and Hara,
aluminum alloy 6061 experienced more rapidly increasing pitting than aluminum alloy 1100
until a chloridedeposition rate of 100 mgfday* was reached, at which the pitting of the 1100
alloy increased with ereased chloride deposition and the pitting of the 6061 alloy decreased
with pitting corrosion raté These data are significant in a study involving aluminum alloy 6061

so that the corrosion behavior of the alloy may be-wetlerstood.

2.2. Atmosphericorrosion of aluminum alloys

The corrosion behavior of aluminum and aluminum alloys in an atmospheric study is
invaluable due to the marked difference in laboratndyced results versus field results.
Atmospheric corrosion data is potentially more repreative of corrosion in practical settings.
Previous atmospheric corrosion studies of aluminum includes a study by Cui et al. wherein
aluminum alloy 7A04 was exposed in a tropical marine atmosphere for four years; one
significant finding in this study vgathat corrosion rate actually slowed letegm due to the
buildup of corrosion product over the surface of the nietaiother study by Ezuber, oud,
and EtShawesh examined the corrosion of aluminum alloys 5083 and 1100 in natural seawater.
One conclsion of this study was that AFe;Si, particles as well as Mg in the alloy were greatly
susceptible to pitting corrosion when exposed to sea Waldrese findings are also pertinent
regarding aluminum alloy 6061, as it contains botHAdSi inclusionsand also contains Mg as

one of its major alloying elements.



2.3. Galvanic corrosion of aluminugoupled metals

Previous studies of galvanicaltpupled aluminum and aluminum alloys have been
surveyed for those involving the metals used in this reselmrehsimilar yet smallescale study
by AcevedeHurtado et al., aluminum alloy 2024 was galvanically coupled to commercially pure
Ag and exposed in a tropical marine environment as well as in accelerated corrosidB Tésts
B117 and GM9540P. The authorindings included pitting corrosion of the aluminum alloy
with increased corrosion in the crevice, as well as uniform corrosion on the Ag, albeit minimal
Ag corrosion due to protective film formation and galvanic protection. The authors also found
that sifate and oxide deposits inhibit pit nucleatidn.

Galvanic corrosion of commercially pure iron and aluminum in NaCl solution was
studied by Raj and Nishimura wherein a scanning electrochemical microscope (SECM) was used
to determine the sacrificial behaviof aluminum as the anode in the couple. A drop in potential
over time was detected by the SECM tip and the concentration of oxygen decreased due to
oxygen reduction on the irdf.

A study by Rafla et al. of aluminum alloy 7050 coupled to 304 stainkesd ® a
simulated fastener under droplets of NaCl solution. After 62 hours of NaCl exposure multiple
fissures were revealed in the aluminum alloy in the region surrounding the stainless steel wire.
These fissures were likely due to both the cathodiomadaf the stainless steel as well as local
cathodic sites inherent in the aluminum alftdy.

An atmospheric study of an Au galvanic couple in a marine environment performed
by Vera, Verdugo, Orellana, and Mufoz identified pitting corrosion and exfoliaifothe

aluminum when coupled to copper as well as crevice corrosion in the lap joint due to galvanic



action. The aluminum corrosion was increased in the presence of environmental copper and
sulfur dioxide*

In a study of pure aluminum coupled to puregmesium by Lacroix, Blanc, Pébere,
Tribollet, and Vivier, an increase in both the aluminum and the magnesium in the study was
observed. Their findings stated that although aluminum is the cathode in-Mg galvanic
couple, the dissolution of Mg generagihydroxide ions subsequently led to an increase in pH in
the NaSQO, solution in which the couple was immersed, which aided in the degradation of the Al
passive layer and thus increased corrosion in both sp&cies.

Literature was scarce on galvanic corrosion studies of aluminum coupled to titanium,
however a theoretical model study of Al coupled to Ti by Younan, Zhigiang, Siping, and Hao
was developed with the goal of mitigating galvanic corrosion on microchip bads. Jhe
authors proposed solutions to bond pad corrosion based on known reactions of aluminum and
titanium corrosion, such as eliminating moisture to prevent oxygen reduction and maintaining

aluminum passivation to slow corrosith.



Chapter 3: Preliminary Experiments

3.1. Observation of pH change in galvanic couples

One indication of galvanic corrosion is the change in pH on either side of the galvanic
cell. As galvanic current passes from the cathode to anode in the presence of an eectrolyti
solution, the reduction at the cathode facilitates the oxygen reduction reaction, generating
hydroxide ions and increasing the pH of the environment surrounding the cathode.
Simultaneously, the oxidation of the anode generates metal cations that bgdoatedhthereby
generating hydrogen ions and decreasing the pH of the environment surrounding the anode. This
principle is particularly significant in the corrosion of the anode, as the buildup” @nd
attracts the anions of the electrolyte solutiore ithcreased presence of aggressive anions (e.g.
CI) in the region surrounding the anode may further accelerate corrosion. An experiment was
conducted in order to visually observe this effect in the galvanic couple types to be researched in
this work.

Galvanic couples consisting of Mg, Al-Cu, AI-Ti, Al-stainless steel, Aild steel, and
Al-Mg were assembled with naronductive fasteners. A molten agar electrolyte at neutral pH
consisting of 3.15 wt% NaCl and a pH indicator solution containing phehalieirt,
bromthymol blue, methyl orange, alizarine yellow R, bromocresol green, and meta cresol purple
was poured around each galvanic couple until the couples were enclosed in the solution. The
specimens were then left undisturbed to allow for cooling soidlification of the agar and
stored in the laboratory at 20°C. Observations were conducted over the 48 hours following the
experimental setup.

Gas formation on the Mg side of the-Mig galvanic couple was visually apparent

immediately (Fig. 2a). Upon ddion of the electrolyte to the dish containing theMg couple,
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bubbling of the solution indicated what was likely hydrogen evolution on the Mg surface.
However, based on the extreme susceptibility of magnesium to hydrogen evolution, this
observed effecmay not be entirely attributed to the galvanic corrosion mechanisraddition

to the immediate hydrogen evolution reaction a slight color change in the agar surrounding the
Al coupon in the AIMg couple was visible.

Over a period of 4 hours, the dgykrple color change of the electrolyte surrounding the
Al coupon in the AIMg couple indicated a significant increase in alkalinity compared to the
local area around the Mg (Fig. 2b). Slight light orange color change indicating acidity around the
Al coupors of the Alstainless steel and the-Alild steel couples was also observed after 4 hours
in the solid electrolyte. Gas formation for all couples was indicated by bubble formation in the
agar, likely due to hydrogen formation at the cathodic sites.

After 24 hours, color differentials on the -Alg, Al-stainless steel, and the-Alild steel
couples were observed, demarking the anodic region and the cathodic regions wherein the Al
side was anodic and the corresponding metal side was cathodic (Fig. 2c). Atieurs all
galvanic couples displayed gas formation and a pH change in the local environment, albeit less

pronounced in the ACu and A#Ti couples.




Z

Fig. 2. Galvanic couples of (left to right®Trow) Al-Cu, Al-stainless steel, AWlg, and (left to
right, 2 row) Al-Ag, Al-Ti, and Akmild steel after a) 0 hours+(&inutes exposure), b) 4 hours,
€)12 hours, d) 24 hours, e) 36 hours, and f) 48 hours.

3.2. Potentiodynamic polarization

Potentiodynamic polarization experiments were performed using the Paestat
Advanced Potentiostat with-dm. x 1-cm. electrodes in aerated solutions of 3.15 wt% NaCl and
0.5 M NaSQ, against a Saturated Calomel Electrode (SCE) with KCI. Figggnoircuit
potentials(OCP) were obtained over a eheur period for Al, Ag, CuTi, stainless steel, and
mild steel, and over a 3finute period for MgThe aerated solutions were sparged with air at a

volumetric rate of 32870 mL/min at a pressure of 1 atm. This rate was held constant for all of
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the polarization test§.he averag®©CP values for each metal in the NaCl andS@ solutions
are displayed iTable 2

Table 2 Open circuit potentials for all experimental metals.

Metal Average OCP in aerate¢ Average OCP in aerate

3.15 wt% NaCl (V vs. S 0.5 M NaSQ (V vs. SCE
AA6061T6 -0.790 -0.482
Silver -0.0880 0.0943
Copper -0.253 -0.0722
Ti 6Al4V -0.459 -0.303
316 Stainless Stee -0.148 -0.221
1018 Mild Steel -0.582 -0.628

Mg AZ31B -1.60 -1.60

The OCP values of Al, Ag, Cu, Ti, stainless steel, and mild stee¢aCl indicate these
metals as the cathode when coupled to Al, as the Al has a lower potential than all values listed
for the aforementioned metaldowever, inNa&SO, solution the OCP for mild steel was higher
than that of Al. This indicates that in an-#lld steel galvanic couple, the designation of the
anode and cathode may switch depending on the ions in the surrounding environment. Al has a
higher potential than Mg in both solutions, indicating Al as the cathode in both cases.

The OCP values for Al, 8, Cu, Ti, were lower in NaCl solution thanN&SO, solution
while the stainless steel and mild steel displayed lower OCP valuesNatB6, solution than
in the NaCl solution.

Thus,in NaCl solutioncathodic polarization curves foAg, Cu, Ti, stainless steel, and
mild steelwere obtained, andnodic polarization curgfor Mg were obtained(Figs. 38). In
NaSO, solution, cathodi@olarization curves foAg, Cu, Ti,andstainless steelere obtained,

as well as anodic polarizatiazurves for mild steel and Mg (Fig8-14). These polarization
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curves were overlain with the corresponding anodicathodic curve for Al. Figs. 15 and 16

display overlays of all polarization curves obtained in NaClNa&&$ O, solution, respectively.
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Fig. 3.Cathodic Ag and anodic Al polarization in 3.15 wt% NacCl solution.
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Fig. 4. Cathodic Cu and anodic Al polarization in 3.15 wt% NacCl solution.
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Fig. 5.Cathodic Ti and anodic Al polarization in 3.15 wt% NacCl solution.
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Fig. 6. Cathodicstainless steel and anodic Al polarization in 3.15 wt% NaCl solution
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Fig. 7. Cathodic mild steel and anodic Al polarization in 3.15 wt% NacCl solution.
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Fig. 8.Cathodic Al and anodic Mg polarization in 3.15 wt% NaCl solution.
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Fig. 10.Cathodic Cu and anodic Al polarization in 0.5N@SOy solution.
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Fig. 11.Cathodic Ti and anodic Al polarization in 0.5N&SQO, solution.
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Fig. 12.Cathodicstainless steel and anodic Al polarization in 0.58SO, solution.
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Fig. 13.Cathodic Al and anodic mild steel polarization in 0.9\8SOx solution.
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Fig. 14.Cathodic Al and anodic Mg polarization in 0.5M&S0O, solution.

19



Polarization in Aerated NaCl
Cu A
3m
-0.5
Ti6Al-4V 1018 Steel
_ﬁl(_an:dii) - - -, Al (cathodic)
e Mg AZ31B ~———
2
7 -6 -5 -4 -3 -2
logi[A/cm?]
Fig. 15.Overlay of anodic and cathodic polarization curves in 3.15 wt% NaCl solution.
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Fig. 16.0Overlay of anodic and cathodic polarization curves in 0 8&50;, solution.
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The point of intersectionf the anodic and cathodaurve of each metal type represents
the galvanic current §i,), or the contribution of galvanic current to galvanic corrosion of the
anode’ The extrapolatet,,y values for each metal coupled to Al in NaCl solution BiaeSO,

solution are listed in Tde 3.

Table 3. Extrapolatedgyay Values.

Metal logigan[A/cm?] in 3.15 wt% NaCl logigan[A/cm?] in 0.5 M NaSQ
Ag 4.0 5.5
Cu -3.9 5.4
Ti -5.8 -6.7
Stainless Steel| -4.0 -6.0
Mild Steel -4.1 5.7
Mg -2.5 -3.4*

*The log igay values represent the galvanic contribution of aluminum to these metals, as
aluminum is indicated as the cathode when coupled to these metals in the presence of the stated
electrolyte.

In the NaCl solution,the anodic Al curve shows a rapid increase in currensiteat
around10°® A/cny?, indicating a breakdown of the passive film on the Al surfacestMathodic
curves experience a sharp decrease in potartahda current density of 1DA/cm? which is
the diffusionlimited oxygen reduction current density in the polarization cell. Oxygen reduction
is often the primary cathodic reaction when metals corrode in aerated sofulitinss an
exception where the predominant cathodic reaction is kygdrevolution in both aerated and
deaerated solutions. It is around the diffusiomted oxygen reductiorurrent density thatdy
is obtained for Ag, Cu, stainless steel, and mild steel, with a slightly higher current density value
for Cu.This may hae been due to slight fluctuation in the air sparge rate or more active cathodic

sites on the copper versus the other metals. The polarization behavior of the metals indicated the
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galvanic corrosion rate is under cathodic control by oxygen reduction whé&heAhnode) is
galvanically coupled to these metdtwever, in the case of Ti, the cathodic curve intersects the
anodic Al curve at a much lower current density, indicating a much smaller galvanic contribution
when Al is coupled to Ti. The Ti still exgences aslight decrease in potential at t@/cm?.
Theinitial current density for the anodic Mg curve is much higher than that of the other metals
and increases rapidly, providing a relatively higly value for Mgwith cathodic Al.

In the N&SOy solution, a sharp increase the Al potential indicatd that the layer of
passivation on the Al was maintained throughout polarization. The passive layer of aluminum is
not as susceptible to degradation by sulfate ions as is the case with chloridémsazation of
the Al significantly decreases thgyi value for each metal. For the couples in which Al is the
anode, theghky values forCu and Agare the highest with a slightly higher value for Cu, followed
by stainless stegthenTi. Theigayvaluefor Mg coupled to Al is again relatively high compared

to that of the other couples.
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Chapter 4: Experimental Procedures for Environmental Exposure

4.1. Galvanic couple specimen assembly

Couples were assembled usingn2x 1-in. coupons of Ag, Cu, Tistainless steel, mild
steel, and Mg mechanically coupled tan2 x 1-in. Al coupons using neoonductive, glass
reinforced polyurethane fasteners tightened to the maximum working torque ofildi€) iv.nonr
conductive sheet of G10 fiberglass was inselietiveen the metals in all couples for which
galvanic current was to be measured; couples that were not being measured for galvanic
corrosion did not contain the insulating sheet and were included in the experiment in
guadruplicate. Nofoupled coupons otach metal were also included in the experiment in
guadruplicate. Nowonductive, inert insulators and fasteners were used to mount the coupled

and uncoupled metals onto powaeated aluminum face plates.
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Fig. 17.Assembled galvanic couple a) Schematic b) Assembled and moun@ad &duple pre
environmental exposure
4.2. Support system

The galvanic couples and corresponding uncoupled metals were grouped by metal type
and mounted on their designated face plate and position. The face plates were separated by
acrylic barriers to prevent cressntamination and were then mounted onto filzeglstruts
(Fig. 19). The entire unit was then placed fladéyree angle from the horizontal) onto the test

rack.
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Fig. 19.lllustration of support system.

4.3. Data logger cofiguration

Galvanic current was measured using differential voltage loggers and resistors. Triplicate
couples of each type were connected to either a Madgetech QuadVolt, a Madgetech OctVolt, or a
MadgetechVolt101A voltage data logger via TCL-Wire cables and epoxied weathesistant
connectors. Resistor magnitude was 1 q for th
(CCTC) and 10 q for the outdoor e xepressstant,e t es:
lockable enclosure fortified with desiccant. With the preparation of an extra set of data loggers
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and a coloicoded cable joint system, the logger sets were able to be readily exchanged at the test

site with minimal data loss to allow for dadlownloading and logger inspection in the laboratory.
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Fig. 20.Wiring schematic of voltage data loggers.

Fig. 21.Top view of enclosed data loggers. Fig. 22.Color-coded cable joints outside
of logger box.
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4.4. Specimen exposure
Four sets of experimental galvanic couples and uncoupled metals were assembled and
deployed to four different testing sites for environmental exposure. These sites included the

CCTC, MCBH, Kilauea, and Lyonoretum (Fig. 23).

[ B m TR
R LLE ’Ma"ngf‘ ‘N!m LU

4 ‘- —’5‘”' -

Fig. 23.Experimental pecimens ata) CCT, b) MCBH, c¢) ilauea, d) Lyon Arboretum.

The specimens in the CCTC were subjected to the experimental conditions standardized
in the GM9540P accelerated corrosion test. A single modification was made in the angle of
placement of the specimens which was set at 0 degrees from the horizontde Afdiie GM
9540P test is 24 hours long and involves a series of salt solution spray containing Nagl, CacCl

and NaHCQ at room temperature, followed by a period of 100% relative humidity at 49°C, and
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finally a dry-off period of high heat at 60°C (Figug). The specimens were exposed in the
CCTC for 30 cycles. Voltage data was logged every 1 minute and was downloaded roughly once

a week throughout the exposure period.
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Fig. 24. Environmental conditions of the GBB40P accelerated corrosion test. @Gesy of
Daniel P. Schmidt of Army Research Office.
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Fig. 25. Galvanic couples following four cycles of the @840P test consisting of a) Al and
Ag, b) Al and stainless steel, ¢) Al and mild steel, d) Al and Mg, e) Al and Ti, and f) Al and Cu.

The outdoor exposure specimens were deployed for a perioanohths. Voltage data
was logged every 5 minutes and was downloaded roughly once a month, wherein the voltage
logger box was disconnected and exchanged throughout each outdoor test site. The experimental
specimens themselves were undisturbed by laboratembars during each data logger box
exchange. Figs. 288 show the galvanic couples at each test site following one month exposure.

All specimens were returned to the laboratory and removed from the support mounts

following exposure. The couples were digasbled and separated for analysis.
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Fig. 26.Galvanic couples after one month of exposatr®CBH consisting of a) Al and Ag, b)
Al and stainless steel, c) Al and mild steel, dpAtd Mg, e) Al and Ti, and f) Al and Cu.
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Fig. 27.Galvanic couples after one month of exposure at Kilaoaaisting of a) Al and Ag, b)
Al and stainless steel, ¢) Al and mild steBlAl and Mg, e) Al and Ti, and f) Al and Cu.
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Fig. 28. Galvanic couples after one month of exposatrd.yon Arboretum consisting of a) Al
and Ag, b) Al and stainless steel, c) Al and nsildel, d) Al and Mg, e) Al and Ti, and f) Al and
Cu.
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Chapter 5. Determination of Corrosion Rate

5.1.Penetration ra¢ and mass loss

The corroded Al coupons were subjected to a chemical cleaning procedure for corrosion
product removal in order tdetermine the total mass loss of the specimens. The Al cleaning
solution consisted of 2% chromium trioxide and 5% phosphoric acid following International
Standard I1ISO 8407: 1991 (E) C.1.1. Because Mg is anodic to Al in tiMgAjalvanic couple,
the massdss of Mg was also of interest. The Mg coupons were also subjected to corrosion
product removal and cleaned in a solution containing 20% chromium trioxide, 2% barium
nitrate, and 1% silver nitrate following the standard ASTM G1 C.5.2 cleaning procedere. Th
final mass of each cleaned specimen was recorded and subtracted from the initial mass to
determine the total mass loss.

The averaggenetration ratevas calculated for the uncoupled Al and each position of
coupled Al (i.e. Alontop or X-on-top positionwhere X is the corresponding-8bupled metal)
at each exposure site. Thenetration ratef the coupled Al were further separated by the set of
Al couples with a voltage data logger attached and the set of those without a logger attached. The
test samps subjected to exposure in the CCTC included two sets of galvanic couples attached to
data loggers in both the AIn-top and Xon-top orientation; all couples attached to data loggers
at the outdoor exposure sites (i.e. MCBH, Lyon Arboretum [LA], andu€#a[KIL]) were in the
X-ontop orientation only. All sites contained sets of galvanic couples without a data logger
attached in both orientations. The averpgaetration ratefr each set of exposed Atelisted

in Tables 49.
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Table 4 Averagepenetration ratef Al coupled to Ag in mm per year.

Uncoupled Coupled with logger Coupled without logger
Al on top Ag on top Al on top Ag on top
Exposure
site
® ®

CCTC 2.73E02 4.46E01 5.39E01 3.08E01 2.38E01
MCBH 6.27E04 6.42E02 5.74E02 4.55E02
LA 2.13E04 9.89E03 2.46E02 2.16E02
KIL 8.28E04 8.57E03 1.86E02 1.66E02

Table 5. Averagepenetration ratef Al coupled to @ in mm per year.

Uncoupled Coupled witHogger Coupled without logger
Al on top Cuon top Al on top Cuon top
Exposure
site
® ®

CCTC 2.73E02 4.56E01 5.58E01 4.39E01 4.38E01
MCBH 6.27E04 5.52E02 7.45E02 6.71E02
LA 2.13E04 7.37E03 2.42E02 2.05E02
KIL 8.28E04 7.19E03 1.74E02 1.85E02
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Table 6. Averagepenetration ratef Al coupled to Tin mm per year

Uncoupled Coupled with logger Coupled without logger
Al on top Tion top Al on top Tion top
Exposure
site
® ®

CCTC 2.73E02 4.65E02 4.38E02 2.91E02 3.32E02
MCBH 6.27E04 1.40E02 6.20E03 9.57E03
LA 2.13E04 1.76E03 3.52E03 1.67E03
KIL 8.28E04 1.74E03 2.71E03 2.41E03

Table 7: Averagepenetration ratef Al coupled to stainlessteel in mm per year.

Uncoupled Coupled with logger Coupled without logger

Al on top Stainless Al on top Stainless

steelon top steelon top

Exposure
site
® ®

CCTC 2.73E02 2.33E01 2.63E01 1.34501 8.16E02
MCBH 6.27E04 2.04502 2.7802 2.03E02
LA 2.13E04 5.2203 7.76203 5.61E03
KIL 8.28E04 3.77=03 2.41E03 2.88E03
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Table 8 Averagepenetration ratef Al coupled to mild steel in mm per year.

Uncoupled Coupled witHogger Coupled without logger
Al on top Mild steelon Al on top Mild steelon
top top
Exposure
site
® ®
CCTC 2.73E02 6.41E01 4.26601 2.13F01 2.3%&01
MCBH 6.27E04 4.01E02 410502 5.03&02
LA 2.13E04 7.77=03 1.5802 1.4402
KIL 8.28E04 1.54502 9.71£03 1.1802

Table 9 Averagepenetration ratef Al coupled to Mg in mm per year.

Uncoupled Coupled with logger Coupled without logger
Al on top Mg on top Al on top Mg on top
Exposure
site
® ®

CCTC 2.73E02 6.07&02 7.97=02 6.14502 1.51501
MCBH 6.27E04 2.8E03 4.81E03 5.51E03
LA 2.13E04 5.91E04 5.6804 6.27=04
KIL 8.28E04 5.2804 4.44£04 4.5604
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The averageenetration ratevas also calculated for Al coupons coupled to other Al
couponsattached t@ammeter loggers. Ideally, no sustained galvanic current should pass between
two metals of the same type, thusMlcoupons were fabricated in order to obtain baseline data
for crevice-induced corrosion in the absence of a galvanic couple. The current data showed that
small currents often alternated between positive and negative values. The @esretyation

rateof the Al coupons in the ANl couples compared to the uncoupledig\listed in Table 10.

Table 10 Averagepenetration ratef Al coupled to Al in mm per year.

Exposure site Uncoupled Al Al coupled to Al
CCTC 2.73E02 2.63E02
MCBH 6.27E04 9.45E03

LA 2.13E04 5.97E04
KIL 8.28E04 6.78E04

The averag@enetration ratefor Mg were calculated in a similar manner to those of Al

for all test sites. These values are listed in Table 11.

Table 11 Averagepenetration ratef Mg coupled to Al in mm per year.

Uncoupled Coupledwith logger Coupled without logger
Al on top Mg on top Al on top Mg on top

Exposure
site

CCTC 1.93E02 6.31E02 7.75E02 4.49E02 5.43E02
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MCBH 5.58E02 9.65E02 6.88E02 7.59E02

LA 3.38E02 4.14E02 3.24E02 3.98E02

KIL 2.73E02 3.33E02 2.29E02 3.24E02

In viewing the averagpenetration ratélata, it is apparent that tieerrosion rateliffered
depending on the orientation in which the Al was exposed, even among Al coupled to the same
type of metal. In addition to the mass loss percentages, the ratios of average massréoss
calculated between each orientation of exposed Al; thesratclude the coupled Al with logger
to the uncoupled Al, the coupled Al without logger to the uncoupled Al, and the coupled Al with
logger to the coupled Al without logger. For the latter ratios in which both compared sets are
coupled Al, the ratio wasatculated with the corresponding-Ah-top or X-on-top orientation.

Calculated ratios are listed in Tables1I2

Table 12 Average mass loss ratios between different orientations of Al coupled to Ag.

Coupled Al w/ logger to Coupled Al w/o logger to Coupled Al w/ logger to Coupled
Uncoupled Al Uncoupled Al Al w/o logger
Al on top Ag on top Al on top Ag on top Al on top Ag on top
Exposure

) ﬁ |:| E D E i
CCTC 16.3 19.7 11.3 8.73 1.45 2.26
MCBH 102. 92.0 72.7 1.41

LA 46.4 115. 101. 0.459

KIL 10.3 22.4 20.0 0.516
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Table 13 Average mass loss ratibgtween different orientations of Al coupled to Cu.

Coupled Al w/ logger to Coupled Al w/o logger to Coupled Al wlogger to Coupled
Uncoupled Al Uncoupled Al Al w/o logger
Al on top Cu on top Al on top Cuon top Al on top Cuon top
Exposure
site : |:| : |:| * . .
CCTC 16.7 20.5 16.1 16.0 1.04 1.28
MCBH 88.1 1109. 107. 0.823
LA 34.6 114. 96.5 0.3%
KIL 8.68 21.0 22.3 0.389

Table 14 Average mass loss ratidg#ferent orientations of Al coupled to Ti.

Coupled Al w/ logger to

Coupled Al w/o logger to

Coupled Al w/ logger to Coupleq

Uncoupled Al Uncoupled Al Al w/o logger
Al on top Tion top Al on top Ti on top Al on top Ti on top
Exposure
site ﬁ |:| |:| ﬁ H
CCTC 1.70 1.60 1.07 1.22 1.60 1.32
MCBH 22.3 9.89 15.3 1.46
LA 8.28 16.6 7.83 1.06
KIL 2.10 3.28 2.91 0.721
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Table 15 Average mass loss ratidmtween different orientations of Al coupled to stainless

steel.
Coupled Al w/ logger to Coupled Al w/o logger to Coupled Al w/ logger to Coupled
Uncoupled Al Uncoupled Al Al w/o logger
Al on top Stainless steel or Al on top Stainless steel on Al on top Stainless steel on
top top top
Exposure
- @ |:| E |:| ﬁ H
CCTC 8.54 9.62 4.91 2.99 1.74 3.22
MCBH 32.6 44.3 324 1.01
LA 24.5 36.4 26.3 0.930
KIL 4.55 2.91 3.48 1.31

Table 16 Average mass loss ratidgferent orientations of Al coupled to mild steel.

Coupled Al w/ logger to Coupled Al w/o logger to Coupled Al w/ logger to Coupleq
Uncoupled Al Uncoupled Al Al w/o logger
Al on top Mild steel on top Al ontop Mild steel on top Al on top Mild steel on top
Exposure

) ﬁ |:| |:| @ H E i
CCTC 23.5 15.6 7.79 8.53 3.01 1.83
MCBH 64.1 65.4 80.3 0.798

LA 36.5 74.4 67.8 0.538

KIL 18.7 11.7 14.2 1.31
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Table 17. Average mass loss ratibetween different orientations of Al coupled to Mg.

Coupled Al w/ logger to Coupled Al w/o logger to Coupled Al w/ logger to Coupleq
Uncoupled Al Uncoupled Al Al w/o logger
Al on top Mg on top Al on top Mg on top Al on top Mg on top
Exposure

- ﬁ |:| E D @ H E i
CCTC 2.22 2.92 2.25 5.54 0.988 0.527
MCBH 4.60 7.68 8.79 0.524

LA 2.78 2.67 2.94 0.943

KIL 0.638 0.536 0.551 1.16

The average mass loss ratios for Mg were calculated in a similar manner to those of Al

for all test sites. These values are listed in Table 18.

Table 18 Average mass loss ratibetween different orientations of Mg coupledAo

Coupled Mgwv/ logger to Coupled Mgv/o logger to Coupled Mg w/ logger to Couple
UncoupledVg UncoupledVg Mg w/o logger
Al on top Mg on top Al on top Mg on top Al on top Mg on top
Exposure

) ﬁ |:| E D E i
CCTC 3.27 4.02 2.33 2.82 1.41 1.43
MCBH 1.73 1.23 1.36 1.27

LA 1.23 0.960 1.18 1.04

KIL 1.22 0.837 1.18 1.03
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5.2. Galvaniacorrosion rate

Mass loss andgnetration ratef the anode due to galvanic current weraculated using
(Eq. 2)and (Eqg. 3) The voltage values recorded using the data loggers and the known resistance
values were used to calculate the summation of galvanic current. The parameters used to

calculate mass lossd penetration ratue to galvanic current are as listedrable 19.

Table 19 Parameters usdd calculatanass loss and penetrationerdtie to galvanic current for
each anode.

Al Mg
n 3 2
| Wl | &7 ] s ]
h [cn] 28.22575| 28.22575
r g/gm? 2.7 1.74
texp.ccrddayy 30 30
texpri[dayd 133 133
texp,LamceHdays] 135 135
Recrdo m 6 1 1
Routdoor © M 8 10 10

The logged voltage for Al coupled to Ag, Cu, Ti, stainless steel, and mild steel was
positive for all test sites and negative when coupled to Mg at all test sites. Thus, the galvanic
mass | oss Um was calcul ated f orandnild steelutipel e d

galvanic mass loss was calculated for Mg coupled to Al. The calculated values for Al mass loss
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due to galvanic current and Mg mass loss due to galvanic current are listed in Table 20 and 21,

respectively.

Table 20 Calculatedpenetraibn rateof Al due to galvanic current.

Metal coupled to Al

I SNI 3S OF f Odzf F GSR 1Y

CCTG@iontop CCTQontop MCBH LA KIL
Ag 5.75E02 7.63E02 4.30E02 6.31E03 5.26E03
Cu 8.47E02 1.24E01 2.06E02 5.91E03 4.26E03
Ti 3.77E03 4.36E03 1.65E03 4.39E04 3.94E04
Stainless steel 2.49E02 2.77E02 5.29E03 2.14E03 1.33E03
Mild steel 9.59E02 5.40E02 1.39E02 6.18E03 5.20E03

Table 21 Calculatedbenetration ratef Mg due to galvanic current.

I SN 3S OF f OdzA F GSR 1 Y

Metal coupled to Mg
CCTG@lontop | CCTg on top MCBH LA KIL
Al 6.67E03 1.86E02 9.69E03 5.27E03 3.81E03
Penetration rate was <calcul ated wusi

rates for Al in each couple typemd for Mgcoupled to Al are listed in Tables 22 and 23,

respectively.

Table 22: Calculatedpenetration ratef Al due to galvanic current.

Metal coupled to A Average calculated PR [mm/year]
CCTG@iontop CCTQontop MCBH LA KIL
Ag 8.72E02 1.16E01 1.53E02 | 2.59E03 | 1.92E03
Cu 1.28E01 1.87E01 7.33E03 | 2.10E03 | 1.56E03
Ti 5.72E03 6.60E03 5.88E04 | 1.56E04 | 1.44E04
Stainless steel 3.77E02 4.19E02 1.88E03 | 7.61E04 | 4.87E04
Mild steel 1.45E01 8.17E02 6.42E03 | 2.20E03 | 1.90E03
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Table 23 Calculated penetration rate of Mg due to galvanic current.

Metal coupled to Mg

Average calculated PR [mm/year]

CCTG@lontop

CCT@rg on top

MCBH

LA

KIL

Al

1.57E02

4.37E02

5.35E03

2.91E03

2.16E03

In order to quantify the galvanic corrosioste in terms of the total corrosiorate the
penetration ratelue to galvanic current was calculated as a percentage of the total mass loss of
the coupon posg¢xposure; in other words, this value is the contribution of galvanic corrosion to

total corrosion.These values are listed in Table 34d % for Al corrosion and Mg corrosion,

respectively.

Table 24: Percent of total Al corrosion due to calculated galvanic corrosion.

Metal coupled to Al

Average % of total corrosion due to galvanic corrosion

CCT@Ion top CCTQ@ ontop MCBH LA KIL
Ag 19.5% 21.5% 23.8% 26.2%6 22.%%
Cu 28.2% 33.9% 13.3% 28.%% 21.7%6
Ti 12.3% 15.1% 4.21% 8.85% 8.26%
Stainless steel 16.2% 16.0% 9.2%% 14.6% 12.9%
Mild steel 22. ™0 19.206 16.0% 28.3% 12.3%

Table 25: Percent of totalMg corrosion due to calculated galvanic corrosion.

Metal coupled to Mg

Average % of total corrosion due to galvanic corrosion

CCTG@lontop

CCTg on top

MCBH

LA

KIL

Al

24.8%

56.5%

5.54%

7.02%

6.48%
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5.3. Discussion oforrosion rate

Averagepenetration ratevas nearly universally higher for samples exposed in the CCTC.
The direct and regular administration of the salt spray to the test specimens in the CCTC was
likely the case of the vastly accelerated corrosion, and was not a factor present in the esitdoor t
sites which relied on uncontrolled environmental conditions. The environment in which most
couples corroded at the second highest rate was at MCBH. The marine environment mimics the
accelerated corrosion test performed in the CCTC most closely dubetgresence of
atmospheric chlorides and other salts found in seawater and the surrounding ocean front. In
general, the couples experienced the third highest amount of corrosion in the rainforest
environment at Lyon Arboretum, followed lastly by the voicaenvironment at Kilauea. The
combination of regular rainfall and high humidity at Lyon Arboretum likely contributed to the
higher corrosion rate of Al than at Kilauea; however, both sites produced relatively low
corrosion rates than the Al specimenghia CCTC and at MCBH.

The total corrosion was generally highest in Al when coupled to either Ag or Cu, with
slightly more corrosion when coupled to Ag at the CCTC and MCBH sites, and roughly the same
amount of corrosion when coupled to either Ag or CthatLyon Arboretum and Kilauea sites.

The next most corroded set of Al is the Al which was coupled to mild steel, followed by stainless
steel, then Ti, and lastly Mg. Although stainless steel and Ti are both passivating metals, Al
when coupled to stainlesseel corroded two to three times the amount as those coupled to Ti at
every test site except for Kilauea, where the Al only corroded slightly higher when coupled to
stainless steel than to Ti. Notable exceptions to the stated order of corrosion byl coefgleare

the Al samples coupled to either mild steel or Mg in the CCTC. The Al coupled to mild steel and
attached to data loggers in the-éitop orientation had a higher mass loss percentage than the

Al coupled to Ag and Cu in the same orientationditidnally, all Al samples coupled to Mg had
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a higher mass loss percentage than the Al coupled to Ti, which for the other test sites showed a
higher corrosion rate than those coupled to Mg. A possible explanation for the increased
corrosion in Al coupleda mild steel and Mg is their location in the CGY @ese particular
specimens were positioned adjacent to each other and directly under a nozzle in which the salt
spray was deployed; thus, these particular specimens likely received a larger amounpEysalt s
than other specimens in the chamber leading to further accelerated corrosion.

The total corrosion percentage of the uncoupled Al at all outdoor test sites was minimal
at less than 0.05%, thus the difference in the average mass loss between aledradaopnum
exposed in the outdoor test sites is taken to be negligible. However, the average mass loss
percentage of uncoupled Al in the CCTC was much higher than in the outdoor sites at 0.316%.
This is likely again due to the direct administration df spray to the Al, which subjects the
passive layer on the Al to attack, lowering the passivity and increasing corrosion rate. In the
outdoor field exposure, the airborne ions were insufficient to appreciably degrade the passive
layer on the uncoupled Als compared those exposed in the CCTC.

Amount of corrosion was relatively equal in the Al coupled to another Al coupon
compared to the uncoupled Akith one exception in the Al coupled to Al at MCBH which
corrodedat aconsiderably higherate(i.e., 15.1 times higherthan the uncoupled Al at the same
site. Because both metals in the couple were of the same type, this single increase in corrosion
cannot be attributed to galvanic corrosion. One possible explanation could be the presence of a
crevice in tle Al coupled to Ad the interface between the Al coupons creates an anoxic
environment wherein crevice corrosion may occur leading to breakdown of the passive layer and

propagation of the corrosion by chloride ion attack.

45



The Mg specimens coupled to Al geally corroded at a higher rate at each site than the
uncoupled Mg, except ithe case of Lyon Arboretum and Kilauea for the specimens in the Al
ontop orientationwhere corosion was actually lesgshen coupled than uncouplethese
exceptions were likehdue t o t hese sipwhch pnaectiondof hmlb the tbpi o n
surface of the Mg coupowas lentby the Al couponinterestingly, the Mg experienced more
corrosion oerall at MCBH than in the CCT@ possible explanation for this is that since Mg
does not have the passivating ability as Al does, the chlorides present in the atmosphere at
MCBH initiated corrosion of Mg immediately and was sustained for therfmanth duration of
exposureSince the chloride concentration at MCBH is so high, the Mgispas never dry out
due to the hygroscopic properties of the chloride deposits. Inthe CCTC, the specimens are in the
dry-cycle for 1/3 of the exposure time. Also, since Mg corrodes by hydrogen evolution rather
than oxygen reduction, the second phasehef GM954(P test that induces high diffusien
limited oxygen reduction rates due to the formation of a thin electrolyte layer atRB086es
not enhance the rate of Mg corrosion.

The mass loss ratios highlight the differences in Al corrosion depending on the manner in
which it was exposed. Al corrosion was considerably higher when coupled to another metal
versus the uncoupled Al, with the lowest ratios ranging from-203 timeshe corrosion in the
CCTC and the highest ratios ranging from 151® times the corrosion at MCBH. The low
ratios from the Al samples in the CCTC may again be attributed to the higher corrosion overall
of the uncoupled Al in the CCTC compared to the offitess. The only scenario in which the Al
ratio was lower than one for the coupled Al to the uncoupled Al was in coupling with Mg at

Kilauea. In these coupled samples, corrosion rate actually decreased compared to the uncoupled
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Al, suggesting that the Alozipons not only retained their passive layer but were afforded
cathodic protection from Mg.

The ratios between coupled Al with the logger attached to the coupled Al without the
logger attached were calculated due to the presence of the electricallyingssiteeet between
the metals in the couples attached to the logger. There was no noticeable trend in these ratios
across the Al couples corresponding to each metal; however, for tAé akgl CuAl couples at
Lyon Arboretum and Kilauea, the Al without thegger attached corroded at a higher rate than
the Al with the logger attached. These two sites yielded the lowest corrosion rates, yet the
highest amount of corrosion that occurred at these sites was for the Al specimens in direct
contact with the noblactive metals.

The ratios for Mg are less dramatic than those of Al. The general trend was that coupled
Mg corroded more than uncoupled Mg with some exceptions in the couples where Al was
positioned on top of the Mip the less corrosive environmeniheratio of coupled Mg with a
logger attached to coupled Mg without a logger showed that more Mg corrosion occurred when
attached to a logger and in direct contact with the Al at the CCTC and MCBH sites, and close to
equal at Lyon Arboretum and Kilauea. Fbe Mg samples in direct contact with the Al,
corrosion products in the inface can electrically decouptee Mg from the Al and break the
galvanic couple, which is likely more pronounced in the CCTC and at MCBH where corrosion
rates were higher. Themsples connected to the logger are electrically athedethrough the
wire leads antdhence, the galvanic couple cannot be broken for the entire exposure period.

The mass loss data and ratios clearly display that Al in a galvanic couple corrodes more
than uncoupled Al, and similarly with Mg in a couple versus uncoupled. However, the

contribution of galvanic current to corrosion was a small fraction in most cases to the total

47



corrosion of the specimen. With the exception of one set of Al coupled to Cu GCIRE, all
calculated galvanic components of corrosion were less than 30% of the total corrosion that was
determined by mass loss. Furthermore, for all Al coupled to Ti or stainless steel, the galvanic
component made up less than 20% of the total corro$iaus, the total corrosion could not have
been quantified using the calculated mass loss due to the galvanic current in addition to the
amount of local corrosion on the uncoupled Al. As previously stated, crevice corrosion could
account for the increasa Al corrosion when coupled to another metal. Another explanation is
the local contamination of the Al by the coupled niet@ins from the cathodic metal may
transfer to the surface of the Al and create local cathodic sites which would induce corrosion.
These processes may lead to accelerated corrosion wherein the alloying elements of the Al may
be exposed, creating cathoditesidue to its own compositiolm addition, the separation of the
cathode and anode can lead to enhanced alkalinity on the catietdicand enhanced acidity on

and chloride migration to the anodic metal, leading to accelerated corrosion.

The calculated galvanic contribution to total Mg corrosion eassiderably higher in the
CCTC than in the outdoor field sites, with 24.8% and %6d total corrosion due to galvanic
current in the CCTC and less than 8% contribufienall outdoor sitesAccordingly, in the
outdoor field sites there was no extreme difference in corrosion of Mg in a couple versus
uncoupled Mgwhereas the galvani¢glcoupled Mg in the CCTC corroded between two to four
times as much as the uncoupled Mg depending on its orientatios, the discrepancy in the
contribution of galvanic current may be due to the samples in the CCTC being in continuous
electrical contaicthroughout the orenonth exposure periotihereas, in the foemonth outdoor
exposure periodzontact between the two metalss possiblyveakly maintainediue to severe

corrosion over time.
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Chapter 6: Surface Analysis

6.1. Scanning electron microscopyd energydispersive Xay analysis

An Al coupon from each type of couple was examined by scanning electron microscopy
(SEM) using aHitachi S-4800 Field Emission Scanning Electron Microscope and energy
dispersive Xray analysis (EDXA) using Oxford INCAoftware for corrosion morphology and
corrosion product composition analysis. The analyzed Al was taken from the set of couples in the
X-on-top orientation. An uncoupled Al sample from each test site was also analyzed. Specimens
were analyzed with the casion product and environmental products intact and were not

subjected to the cleaning procedure discussed in Section 5.1.

6.1.1. Test specimens at Marine Corps Base Hawaii

The uncoupled Al was analyzed first in order to obtain the composition of the
envronmental products present on the surface of the Al samples. A micrograph of a region on
the surface of an uncoupled Al coupon at MCBH was taken (Fig. 29). A subsection containing a

pit shown in Fig29 was magnified for further analysis.

16.0kV 15.0mm x1.00k SE(L) 50.0um

Fig. 29.SEM of uncoupled Al exposed at MCBH.
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The corresponding composition for the entire region of the initial micrograph shown in
Fig. 29 (left) is listed in Table 25. Pointwisssmposition analysis was performed in the

magnified pit shown in Fig. 29 (right); elemental composition efgh is also listed in Table 26

Table 26: Elemental composition of regions shown in Fig. 29.
Al @) C Mg Cl Na S Si Fe K Ca
Region| 43.4| 41.2| 7.37| 2.65| 249| 1.25| 0.71| 0.46| 0.20| 0.12| 0.11

Pit | 78.5] 13.8 [l 2.20] 2.79] 0.40[ 1.72 I 0.64

For the pit, the high percentage of aluminum compared to the relatively low percentage
of oxygen indicates a decreased presence of aluminum oardasion product, which is likely
due to the acidification inside of the pit where the oxide is not stable. Also present are chlorides
and other elements typically found in seawafeFhe significantly higher concentration of Cl
compared to Na indicatethat chloride ions migrated into the pit. The high amount of
magnesium in the pit and full region compared to the other sea water elements could be
attributed both as an alloying element of Al and from the environment. In addition to the
elements foundni the analysis of the pit, carbon, silicon, iron, and potassium were also present in
the full region. In addition, an increased presence of oxygen was found in the full region
compared to the pit region. This increase along with the presence of carlenfull region
suggests the presence of aluminum oxide corrosion product and carbonates, a common
compound found in a marine environment. Potassium is also a common element in sea water.
Silicon and iron are alloying elements of Al which may formF&tSi inclusions in aluminum

alloys containing these elemenfs.
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As discussed in Section 5.2, the Al coupled to the Ag in then¥op orientation
corroded 72.7 times that of uncoupled Al at MCBH. A typical region of the Al surface outside of

the AlAg interfae, i.e. not covered by the Ag coupon, is shown in Fig. 30.

16.0kV 15.1mm x250 SE(L)

Fig. 30.SEM of uncovered region of Al coupled to Ag exposed at MCBH.

Analysis at the interface between the covered and uncovered area of Al was performed on

either side (Fig. 31). The elemehtampositions of the uncovered region and the mx/eegion

are shown in Table 27
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16.0kV 15.0mm x40 SE(L) 1.00mm

200um

Fig. 31. SEM of interface between covered (top right) and uncovered (bottom right) regions of
Al coupled to Ag at MCBH.

Table 27: Elemental composition of regiossown in Fig. 31.

Covered | 70.1|13.0]6.42] 6.42] 1.7 [ 1.25]| 0.63] 0.62
Uncovered| 72.1] 9.87 [l 10.1] 2.40] 1.79] 0.78] 0.70

For the uncovered region, the iron and silicon included ircdingposition analysis suggests that

the Al oxide corrosion product did not completely shield the alloying elements. Oxygen was the
most abundant element, primarily due to the formation of aluminum oxide. For the covered
region, the presence of silver wadeded in addition to the other common elements. This may

be attributed to contamination of the Al by Ag which likely accelerated the corrosion of the Al

coupon.
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The sample that experienced the most corrosion at MCBH was the Al that was coupled to
Cu. A typical region on the uncovered surface of Al coupled to Cu is shown in Fig. 32. An
abundance of salt particles are visible in the micrograph; however, corrosion of the Al surface is

less severe than that of the Al coupled to Ag.

T

16.0kV 15.5mm x250 SE(L)

Fig. 32.SEM of uncoverd region of Al coupled to Cu exposed at MCBH.

Compositional analysis was performed on the thick layer of product on the Al coupon in
the region covered by Cu. Visual inspection indicates that elemental transfer from the Cu coupon
occurred. A micrograph was taken of a typical part of this region @gand compositional
analysis was performed in three areas: 1) the entire area of the micrograph, 2) pointwise on one
of the spheres shown in the top region of the micrograph, and 3) pointwise on the thick crust

layer on the bottom right of the microgragte results of this analysis are shown in T&8le
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16.0kV 15.3mm x250 SE(L)

Fig. 33.SEM of covered region of Al coupled to Cu exposed at MCBH.

Table 28: Elemental composition of regions shown in Fig. 33.
@) Al C Mg Na Cu Cl Ca S
1 Region| 68,5 | 124 | 955 | 4.09 | 1.47 | 206 | 1.01 | 0.51 | 0.47

2 Sphere| 64.4 | 0.86 | 17.4
3Crust | 575 | 557 | 10.7 | 3.19

The analysis of the entire area shown in the micrograph is similar to that of the covered area of

the Al coupled to Ag, with a notable exception that the presence of copper was detected instead
of Ag. This also suggests that copper was deposited ontatfaees of the Al and accelerated
corrosion in this region. A pointwise analysis of one of the spheres shown in the micrograph
identifies this as calcium carbonate. In the third analysis, the atomic percentage of copper
increased significantly to 22.5%, iwedting that some regions of the Al coupon were

contaminated by the Cu coupon more heavily than others.
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The Al coupon coupled to Ti corroded the least amount of all couples in which Al was
the anode. The micrograph of the longitudinal end of the uncoseréte of Al shows minimal

corrosion in addition to typical salt deposits (Fig. 34).

{
'

16.0kV 15.6mm x250 SE(L)

Fig. 34.SEM of uncovered region of Al coupled to Ti exposed at MCBH.

The uncovered surface of the Al coupled to stainless steel showed a surface morphology
thatwas less corroded than that of Al coupled to Cu (Fig. 35). The surface analysis of the whole
region shown in Fig. 35 (left SEM) did not show any atypical results. However, the dark flat

deposits were magnified and examined in more detail.
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16.0kV 16.0mm x1.00k SE(L)
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>
3

5.5mm x100 SE(M) 50Cun

50.0um

Fig. 35.SEM ofuncovered region of Al coupled to stainless steel exposed at MCBH.

Table 29: Elemental composition of regions shown in Fig. 35.

O B S Ca C Na Al
67.1 | 19.2 | 850 | 754 | 3.27 | 0.29 | 0.15
58.4 | 16.5 | 10.9 [ 10.0 | 3.89 | 0.31 [

The elementalanalysis identifid these as boron salts (Table).2%ore of these boron

compounds were found upon further examination of the uncovered surface (Fig. 36). Boron is
known to be present in seawater albeit in much smaller amounts than sodium, calcium,
potassim, and many other elements. However, on this particular specimen it was present in

large enough quantities to deposit in several areas on this Al surface.
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16.0kV 16.2mm x250 SE(L) 200um 15 Ok\/ 16.2mm x1 OOk SE(L)

Flg 36.SEM of boron salts found on Al coupled to stainless steel at MCBH.

The region of Alcovered by stainless steel was also examined for corrosion morphology.
Since stainless steels are extremely susceptible to crevice corrosion, the propagation of crevice
corrosion in the interface of the two coupons could facilitate crevice corrosion éhadkavell.
Fig. 37 is a micrograph of a region around the hole in the Al through which the fastener was

placed. This region shows degradation of the passive layer on the Al surface.

16.0kV 15.3mm x40 SE(M) I1 IOOImrIn

Fig. 37.SEM of covered region of Al coupled to stainless steel near the crevice mouth exposed
at MCBH.
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Although X-on-top orientation of Al coupled to mild steel had the second highest
corrosion rate, a scan of a typical area of the uncovered surface did nodlshious signs of
heavy corrosion (Fig. 38). Visual inspection of the coupon shows that rust from the mild steel
readily adhered to the Al surface both in the covered region and the uncovered region closest to

the mild steel.

Fig. 38.SEM of uncoveredagion of Al coupled to mild steel exposed at MCBH.

The high amount of corrosion in the region covered by mild steel compared to the
relatively uncorroded uncovered region suggests that most of the Al corrosion occurred in the
interface between the mildestl and the Al. A micrograph of the interface of the uncovered and
covered regions of the Al coupon coupled shows an extremely thick layer of product in the
region covered by the mild steel (Fig. 39). Elemental composition of the covered regierfbf th
coupon is shown in Table 3@& high amount of iron is present due to the transfer of corrosion
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product from the mild steel. The uncovered region closest to timeildIsteel interface shows a

heavy amount of blistering and corrosion initiation.

16.0kV 15.0mm x40 SE(L)

Fig. 39.SEM of the interface between covered (top right) and uncovered (bottom right) regions
of Al coupled to mild steel at MCBH.

Table 30: Elemental composition of the covered region shown in Fig. 39.

@) Al Fe C Na
72.2 16.9 1.72 1.90 1.60

The Al coupons coupled to Mg had the lowest corrosion rate of all galvanic couples. Fig.
40 shows a micrograph of the longitudinal edge of the uncovered region of the Al in which

minimal corrosion is shown.
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16.0kV 14.7mm x100 SE(M) 500um

Fig. 40.SEM of uncovered region of Al coupled to Mg exposed at MCBH.

Most of the Al corrosion occurred in the interface of the two metals where Al was
covered. Fig. 41 compares the difference in corrosion morphology in this interfacial region for
the Al coupledto Mg, which had the lowest corrosion rate, compared to the Al coupled to Ag,

which had a relatively high corrosion rate.
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16.0kV 16.2mm x40 SE(L) '1.00mm

Fig. 41. SEM comparison of corrosion in covered regions of Al coupled to Mg (top) and Al
coupled to Ag (bottom) exposed at MCBH.
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6.1.2 Test specimens Ayon Arboretum

The uncoupled Al exposed at Lyon Arboretum lacked the abundance of salts found on the
uncoupled Al exposed at MCBH. The uncoupled Al at Lyon Arboretum experienced the lowest
corrosion rate of all the test specirseand its morphology is shown in Fig. 42. Elemental
analysis was again performed in order to identify the environmental products. Composition of

the uncoupled coupon is shown iable 31

16.0kV 14.9mm x250 SE(L) A R T

Fig. 42.SEM of uncoupled Al exposed at Lyon Arboretum.

Table 31 Elemental composition of region shown in Fig. 42.

Al @) C Mg Si Fe P Cr
69.8 | 16.5 | 11.8 0.66 0.47 0.31 0.24 | 0.10

The elemental analysis shows that chromium and phosphorus were present in addition to the

previously stated alloying elements. Chromium is also an alloying element and its presence is in
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accordance with the composition of the alloy. The presence of phosgghmay be attributed to
rain water or organic life found in the rainforest environment.

Al coupled to Ag at Lyon Arboretum had the highest corrosion rate at this test site;
however, the corrosion rate was still much lower than that of the chloeiaeyenvironments
(MCBH and in the CCTC). A micrograph of the uncovered surface of Al coupled to Mg is

shown in Fig. 43.

16.0kV 14.9mm x250 SE(M)

Fig. 43.SEM of uncovered region of Al coupled to Ag exposed at Lyon Arboretum.

Inspection for corroded areas of the uncovered region of the Al coupled to Cu were
discovered and magnified to 1000x. Elemental analysis was performed in one such region where
cracking of the oxide layer was apparent (Fig. 44). The composititinsofegon is shown in

Table 32
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16.0kV 14.9mm x1.00k SE(L) 50.0um

Fig. 44. SEM of surface cracking on the uncovered region of Al coupled to Cuwat
Arboretum

Table 32: Elemental composition of region shown in Fig. 32.

- All o ¢ ] Mg | si s | re| P | cu

519 | 374 | 925| 049 | 041 | 0.27 | 0.13 | 0.10 | 0.06

The composition includes coppénough in such small quantities that its presence may be
attributed tahe composition of the Al alloy

The presence of copper in the coveteglviceregion of the Al coupon was again visually
apparent. Elemental analysis of the region covered by the Cu coupon confirms the presence of

copper (Fig. 45 and Tabgs).
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16.0kV 14.9mm x40 SE(L)

Fig. 45.SEM of covered region of Al coupled to Cu exposed at Lyon Arboretum.

Table 33: Elemental composition of region shown in Fig. 45.

0 Al C Cu Mg Si
752 | 198 | 410 | 041 | 034 | 011

The corrosion product from the mild steel was again present on the surface of the Al to
which it was coupled. Composition of an areahs covered region of Al close to the fastener

hole(Fig. 46) is listed in Table 34
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200um

Fig. 46.SEM of covered region of Al coupled to mild steel exposed at Lyon Arboretum.

Table 34: Elemental composition of region shown in Fig. 46.

(@] Fe Al C Mn
62.6 19.0 14.40 3.60 0.36

Iron was present in large amounts as expected. Manganese was also discovered in the analysis.
Although manganese is an alloying element of Al, the amount present was higher than the
composition of the alloyThe mild steel also contains Mn as an alloying element.

The Al with the lowest corrosion rates at Lyon Arboretum, i.e. those coupled to Ti,
stainless steel, and Mg (Figs.-49), showed minimal signs of corrosion and no elements

previously unseen duringpmpositional analysis.
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16.0kV 15.0mm x250 SE(L) 200um

. ‘\:.Z Y8

16.0kV 15.0mm x40 SE(L) '1.00mm

Fig. 47.SEM of covered and uncovered regions of Al coupled to Ti exposed at Lyon Arboretum.
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16.0kV 14.6mm x250 SE(L) 200um

16.0kV 15.1mm x40 SE(M)

Fig. 48. SEM of covered and uncovered regions of Al coupled to stainless steel exposed
Lyon Arboretum.
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Fig. 49.SEM of covered ad uncovered regions of Al coupled to Mg exposed at
Lyon Arboretum.
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6.1.3 Test specimens Kilauea Volcanoes National Park

Surface analysis of the uncoupled Al exposed at Kilauea yielded unique results. While
the corrosion rate was found to bemparable to the other outdoor test sites, the high atomic
percentage of sulfur found in the pits on the surface of the uncoupled Al wersiexdtu this
test site (Table 35 In a volcanic environment, sulfur originates from of sulfur dioxide which
reacts with oxygen and water in the environment to form sulfuric acid. The sulfur detected using

EDXA is likely in the form of a sulfate salt.

16.0kV 15.1mm x250 SE(L) 200um 16.0kV 15.1mm x1.00k SE(L)

Fig. 50.SEM of uncoupled Al exposed at Kilauea.

Table 35: Elemental composition of regions shown in Fig. 50.
Al @) C Mg Si S Fe Cr Na
Region| 78.9 | 150 | 417 | 0.76 | 0.5 | 0.32 | 0.22 | 0.12 | 0.29

Pit 70.2 | 18.9 I 0.34 | 0.33 | 2.99 | 6.30 | 0.71 [

Elemental analysis of corroded regions of Al coupled to Ag as well as the Al coupled to
Cu showed contamination tfe uncovered region by their respive coupled metals (Tables 36
and 37. Further analysis into a pit on the Al coupon coupled to Cu showed an increased amount
of copper present in the pit. This suggests that the pitting was initiated or propagategdry co

migration from the Cu coupon to the uncovered region of the Al coupon.
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16.0kV 15.0mm x250 SE(L)

B
i
“'—-‘.——L‘j—'ﬂ:.mg Akt ..__Al I n e

Fig. 51.SEM of uncovered region of Al coupled to Ag exposed at Kilauea.

Table 36: Elemental composition of region shown in Fig. 51.

o) Al S C Sj Ag
|

73.6 | 18.6 | 4.25 2.85 0.50 0.14

16.0kV 15.1mm x1.00k SE(L) 50.0um

16.0kV 15.1mm x250 SE(L) 200um

Fig. 52.SEM of uncovered region of Al coupled to Cu exposed at Kilauea.
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Table 37: Elemental composition of regions shown in Fig. 52.

o} Al S C Mg Si Cu
Region| 62.3 | 31.5 | 2.95| 2.80 | 0.27
Pit 451 | 48.4 | 3.71

The sets of Al coupled to either Ti or stainless steel had a roughly equal corrosion rate.
The morphology of theurfaces of these Al coupons weimilar (Figs. 53 and 54), as are their

elemental compositions (Tables 88d 39.

16.0kV 14.9mm x250 SE(L) " 200um

Fig. 53.SEM of uncovered region of Al coupled to Ti exposed at Kilauea.

Table 38: Elemental composition of region shown in Fig. 53.

O Al C S Si Mg Na Cl Fe
547 | 356 | 595| 25 | 047 | 0.29 | 0.19 | 0.26 | 0.11
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16.0kV 15.2mm x250 SE(L)

Fig. 54.SEM of uncovered region of Al coupled to stainless steel exposed at Kilauea.

Table 39: Elemental composition of region shown in Fig. 54.

O Al S C Si Na Fe
70.3 222 | 362 | 3.24 | 0.39 | 0.20 | 0.12

On the uncovered surface of the Al coupled to stainless steel, a pit was magnified in order
to obtain a pointwise elemental analysis of this corroded region (Fig. 55). At a magnification of
4000x an inclusion was found containing a high amount of siliaomajor alloying element.

Other alloying elements were included in the elemental analysis such as iron and titanium. The

composition ingde this pit is shown in Table 40
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16.0kV 14.8mm x1.00k SE(L)

Fig. 55.SEM of pit on the uncovered region of Al coupled to stainless steel at Kilauea.

Table 40: Elemental composition of inclusion shown in Fig. 55.

@) Si Al Ca Mg Fe Na Ti K S
67 148 | 816 | 287 | 287 | 233 | 1.1 | 0.52 | 0.27 | 0.16

A microgaph of Al coupled to mild steel was taken at the longitudinal edge of the
uncovered surface (Fig. 56). The elemental analysis shows a high percentage of iron even at the
furthest point from the &gal mild steel coupon (Table ¥1The migration of the cavsion
product from the mild steel may have contributed to the relatively high corrosion rate compared

to the Al coupled to the passivating metals.
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Fig. 56.SEM of uncovered region of Al coupled to mild steel exposed at Kilauea.

Table 41. Elementalcomposition of region shown in Fig. 56.

Al

Fe

C

S

Si

©)
67.1

18.3

5.93

4.37

4.01

0.27

The Al coupled to Mg had the lowest corrosion rate of all Al coupons exposed at Kilauea.

This is reflected in the corrosion morphology shown in &1g.

16.0kV 15.0mm x40 SE(M)

Fig. 57.Uncovered region of Al coupled to Mg exposed at Kilauea.
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6.1.4 Test specimeris the cyclic corrosion testing chamber

Corrosion morphology in the Al coupons exposed in the CCTC was difficult to view in
the uncoupled Al coupons as well iasthe uncovered regions of the coupled Al coupons. This
was due to the thick layer of salt deposited on the exposed surface of the Al from the accelerated
corrosion test. A typical exposed region is shown in Fig. 58 which shows an Al coupon that was
couged to stainless steel following 30 cycles of the @BOP test; this region was subjected to
elemental analysis. The region was further magnified and elemental analysis was again taken,
showing an elemental composition predominated by calcium carboratgdSitions of thee

regions are shown in Table 42

Fig. 58.SEM of uncovered region of Al coupled to stainless steel exposed in the CCTC.

Table 42: Elemental composition of regions shown in Fig. 58.
O Al C Ca Na Fe Cl
Regionl| 74.6 | 20.6 | 3.63 | 0.74 | 0.23 | 0.15 | 0.12

Region 2| 68.9 | 3.14 | 158 | 12.2 [

In the covered region, however, some regions of the Al were exposed. In one such region

on the Al coupon coupled to Ag, an abundance of unfamiliar flakes of product were found
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